
TECHNICAL DATA 
 
Physical Properties: High-Density Synthetic Rubber

    Roll Size: 36” x 33.33’ (100 sq ft)

Color .............................................................................................Red

Weight ................................................................................ 34 lbs/roll

Thickness ..............................................................................1.25mm

Density .............................................................................62.4 lbs/ft3

Compression Resistance @ 50% ........................................... 68.1 psi

Shore A Hardness ...........................................................................63

R-Value ......................................................................................0.543

Moisture Protection Properties
Perm Rating ........................................................................2.46 perm
Water Vapor Emissions allowance ....... 3.5 lbs per 1000 ft2 per 24 hrs

SOUND PROPERTIES

IMPACT SOUND TRANSMISSION 
The method is designed to measure the impact sound transmission 
performance of a floor-ceiling assembly in a controlled laboratory 
environment.

IIC Flooring Sub-floor

68 4mm LVT Flooring
6” concrete slab floor ceiling 
assembly with a suspended gypsum 
board ceiling and 3.5” fiberglass 
insulation 

52 2mm LVT Flooring 6” concrete slab .  
No Ceiling Assembly

SOUND TRANSMISSION LOSS 
The sound-insulating property of a partition element is expressed in 
terms of the sound transmission loss. 

STC Flooring Sub-floor

62 4mm LVT Flooring
6” concrete slab floor ceiling 
assembly with a suspended gypsum 
board ceiling and 3.5” fiberglass 
insulation 

50 2mm LVT Flooring 6” concrete slab .  
No Ceiling Assembly

DELTA TEST 
Tests the impact insulation difference between a bare concrete subfloor 
with no flooring materials and the same concrete subfloor with flooring 
and underlayment. 

Delta IIC Flooring 

22 SoundBuffer Pro under Vinyl Plank Flooring

MOISTURE PROTECTION

Synthetic textured rubber allows subfloor vapor emissions to 
breathe while helping to dissipate topical moisture from spills. 

Features an antimicrobial throughout the pad for protection against 
mold and mildew.
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